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AMENDMENTS TO THE CLAFMS: 

Please replace the claims with the claims provided in the listing below 
wherein staius, amendments, additions and cancellations are indicated. 

1 . (Currently Amended) A wireless call system comprising: 

an outdoor unit installed on the outside of an entrance of a structure having 
a door lockable with lock means, the outdoor unit having a call button responsive lo 
finger pressure and means responsive to the call button to make a call to a resident 
in the structure and a message input button, responsive to finger preiisurc, controlling 
a messaging means for inputting a message to the resident; 

an indoor unit cormected to the outdoor unit by radio, for informing a resident 
of presence of a visitor upon receiving a signal from the outdoor unit and allowing 
the resident to answer the visitor through the outdoor unit; 

the outdoor unit having image pickup means for picking up an image of the 
visitor making a call with the outdoor unit; 

die indoor unit being handheld configured to be held in hand and portable and 
having display means incorporated therein for displaying the visitor's image picked 
up by the image pickup means and unlock means for unlocking the lock means, 

the indoor unit being portable to an optional location and allowing, at the 
optional location, the resident to check the visitor displayed on the display means 
and, if necessary, unlock the lock meims through the unlock means, 
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the outdoor trnit having fingerprint input means for inputting fingeiprini 
information of the visitor, 

unlock wntrol means for unlocking. Ihc lock means if the fingerprint 
information input through the fingerprint input means agrees with registered 
fingerprint information, [[and]] 

die call button bLiug made of having a call button body formed of conductive 
material and grounded to effect static discharge in conjunction with finger depression 
10 form an integrated static discharge and input button device, wherein the conductive 
material is any one of nonconduclive resin mixed with conductive metal powder, 
nonconductive resin mixed with carbon fiber, and conductive resin^ 

the outdoor unit having a housing including a front wall defining a call 
button aper ture, and a base panel within said housing and opposing a front wall 
inner surface of the fron t wall, said base panel being a circuit board carrvinfi 
contacts. 

the call bulton body being disposed in the call button aperture and having 
at least a portion thereoFdisposed between the front wall inner surface and the base 
panel, the body extending from the front wall inner surface toward the base panel 
and bovine a flangg pprtion ^ngae^abk with fTm\ ^aii inner surface and a 
movable contact oppo sing said base oanel. 

a spring inlerposed between iht; flange portion of the call button body and 
the base panel to bias the Call button toward the front wall of the housing. 



PA(X6m*RCVDAT8/2(li200712:37:S9PM [Eastern Daylight riine]*SVR:U8PW^^ 



08/20/2007 12:48'fAX 12129537733 



•» PTO CENTRAL 



0 007/016 



Docket No. F-7051 Ser. No. 09/935,222 

the base panel having a panel front surface with a fixed contact disposed 
thereon opposite to the movable contact and a grounded conductive part also 
formed on the panel front surface, and 

the call button body being electrical connected bv a connection line to the 
grounded conductive part . 

2. (Original) The wireless call system of claim 1, wlierein: 

the outdoor unit has message taking means tor taking a message from the 
visitor; and 

the indoor unit has message playback means for playing back the visitor's 
message taken by the message taking means. 

3. (Original) The wireless call system of claim U wherein: 

the indoor unit has image I'ecording means for recording the visitor's image 
picked up by the image pickup means; and 

the display means is able to display the visitor's image recorded by the image 
recording means. 

4. (Original) The wireless call system of claim 2, wherein: 
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the indoor unit lias image recording means for recording the visitor's image 
picked up by the iinagc pickup means and message recording means for recording the 
visitor's message taken by the message taking means; and 

ihe display means is able to display the visitor's image recorded by the image 
recording means, and the message playback means is able to play back the visitor's 
message recorded by the mes.sage recording means. 
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